
Products designed for industrial applications. 
General terms and conditions for sale are available on www.camozzi.com.
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Accessories Mod. 1703

Blocking nut

DIMENSIONS

Mod. Tube B D D1 L SW1 Weight (g)

1703 5/3-M7x0,75 5/3 M7x0,75 5,1 8,8 8,5 8 1

1703 6/4-M8x0,75 6/4 M8x0,75 6,1 9,8 8,5 9 2

1703 6/4-M10x1 6/4 M10x1 6,1 13,3 10 12 4

1703 8/6-M12x1 8/6 M12x1 8,2 15,5 10 14 5

1703 10/8-M14x1 10/8 M14x1 10,15 17,5 13 16 8

1703 12/10-M16x1 12/10 M16x1 12,2 21 13,5 19 12

1703 15/12,5-M20x1 15/12,5 M20x1 15,2 24,5 16 22 15

Accessories Mod. 1723

Blocking nut with metal spring

DIMENSIONS

Mod. Tube B F D D1 G L SW Weight (g)

1723 6/4-M10x1 6/4 M10x1 8,9 6,1 13,3 18 90,5 12 15

1723 8/6-M12x1 8/6 M12x1 10,9 8,2 15,5 18 94,5 14 23

1723 10/8-M14x1 10/8 M14x1 12,5 10,15 17,5 22 96,5 16 29

1723 12/10-M16x1 12/10 M16x1 15,5 12,2 21 23,5 108 19 46

1723 15/12,5-M20x1 15/12,5 M20x1 18,5 15,2 24,5 28 120 22 57
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