
Products designed for industrial applications. 
General terms and conditions for sale are available on www.camozzi.com.
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Foot mount Mod. B

Material: stainless steel 304 
 
Supplied with: 
2x feet 
1x nut

DIMENSIONS

Mod. Ø ØAB XS XA+ SA+ AO AU C RX TR US NH

B-94-12-16 16 5,5 32 91 82 6 13 3 13 32 42 20

B-94-20-25 20 6,6 36 108 100 8 16 4 20 40 54 25

B-94-20-25 25 6,6 40 113 101 8 16 4 20 40 54 25

+ = add the stroke

Flange bracket Mod. E

Material: stainless steel 304 
 
Supplied with: 
1x  flange

DIMENSIONS

Mod. Ø W C ZF+ FB UR TF UF

E-94-12-16 16 19 3 81 5,5 30 40 53

E-94-20-25 20 20 4 96 6,6 40 50 66

E-94-20-25 25 24 4 101 6,6 40 50 66

+ = add the stroke

Trunnion Bracket Mod. I

Material: stainless steel 304

DIMENSIONS

Mod. Ø AB C CD EW G G1 G2 MR NH US XC+

I-94-12-16 16 5,5 3 6 12 15 25 5 7 27 18,1 82

I-94-20-25 20 6,6 4 8 16 20 32 6 10 30 24,1 95

I-94-20-25 25 6,6 4 8 16 20 32 6 10 30 24,1 104
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